
TEMPERATURE PROBES FOR INDUSTRIAL AUTOMATION

Order code:

TWCF M

Ø5x3.5 OL

Ø6x5 OF

Ø9x7 OH

1/8” CIL AA

1/8” NPT AC

1/4” CIL AD

1/4” NPT AF

3/8” CIL AG

3/8” NPT AI

1/2” CIL AL

1/2” NPT AN

50 0050

100 0100

150 0150

200 0200

300 0300

400 0400

Ø3 30

Ø4.5 45

Ø6 60

Tubes available

Threaded connection

L = mm (recommended)

Probe diameter

Allow rapid replacement of temperature sensor element without draining the process system 

THERMOWELLS FROM TUBE IN AISI 316 
WITH COMPRESSION FITTING SYSTEM 

TWCF

TECHNICAL CHARACTERISTICS: 

Suitable for diameter: Ø 3; 4.5; 6

Threaded connection: 1/8"; 1/4”; 3/8”; 1/2” - 3/4” GAS CYL (UNI ISO 228), 

 NPT (ANSI - ASME B1-20) - (others on request)

Material: AISI 316

Probe fixing mechanism: reversible with stainless steel spinner

Diameters available: Ø 5 x 3.5 mm; Ø 6 x 5 mm; Ø 9 x 7 mm

P Max: PN 100 BAR (350 °C)

Threaded connection X mm Y mm HEX mm

1/8”
NPT 35 10 12

CIL 35 10 14

1/4”
NPT 45 15 17*

CIL 40 10 17

3/8”
NPT 45 15 17

CIL 40 15 22

1/2”
NPT 50 20 22

CIL 45 15 24

* HEX 14 only for Ø 3 mm

ED 2
NOVEMBER 2010


