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ATEX 

Ολα τα εγχειριδια λειτουργιαζ τωυ ροιουτϖυ ε ΑΤΕ Ε

διατιΘευται στα Αγγλικα Γερ αυικα και Γαλλικα Σε ερι τωση ου

χρειαζεοτε οδηγιεζ σχετικα ε στηυ το ικη γλωσσα αρακαλου ε

ε ικοιυωυηστε ε το λησιεστερο γραϕειο τηζ η αντι ροσω ο τηζ

ą ń

ę

ą ę ż

ń ę

ř č ě

č ě ě č ě

ě ů

č ř

Всички упътвания за продукти от серията АТЕХ Ех се предлагат

на английски немски и френски език Ако се нуждаете от упътвания

за продукти от серията Ех на родния ви език се свържете с най
близкия офис или представителство на фирма

ħ

ż Ġ ż ċ ż

ħ ġ

ħ ħ ż ċċ
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SICHERHEITSHINWEISE 

SAFETY NOTES 

CONSIGNES DE SÉCURITÉ 
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1. General 

SYMBOLS 

This sign shows Safety notes.

SAFETY NOTES 

2. Product description 

FUNCTION 

APPLICATIONS 

INTENDED USE  
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3. Technical data 

QT.Ex-M SUPPLY-UNIT 

QT.Ex-M… GEAR-UNIT 
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FT.Ex-72-… THERMAL TRIGGER UNIT  Accessory for QT.Ex-MF.. actuators 

DELIVERY   

  

  

  

CERTIFICATES  

         EAC on request  
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4. Dimensions 

QT.Ex  (ACTUATOR)   



FT.Ex-…. (THERMAL FIRE TRIGGER) 
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5. Mounting / Installation 

ELEKTRONIC UNLOC 

 

  
 

 
 

ROTATION OF ACTUATOR CW / CCW 

 

DIRECT MOUNTING 

 

 
 

CLAMP ASSEMBLY 

 

 

 

 
            180° 
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ELECTRICAL CONNECTION 
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WIRING DIAGRAMS 
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ELEKTRONIC LOOK 

▪ 

▪ 

 

 
 
▪  
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MOUNTING THERMO TRIGGER FT.EX-… 

 
 
 

          duplex seal entry 

If the "Test" button is pressed for longer than 3 s, the 
actuator moves to the safety position. A voltage reset 

(power off) must then be carried out in order to acknowledge 
the locking. 
 

Use the duplex seal in the FT.Ex accessory pack to feed 
the cable through. If required, this enables an additional 
cable, e.g. for the auxiliary switch connection. Unused 

openings must be sealed.
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6. Maintenance 

7. Manual operation 

 

8. Internal auxiliary switch 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

9. Heating 

10. Troubleshooting 
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11. Maintenance 

12. Repair 

13. Demounting  
▪ 

▪ 

▪ 

▪ 

▪ 

▪ 

▪ 

 

14. Disposal 

15. Accessories 
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Revision 
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EU / UK Konformitätserklärung 

EU / UK Declaration of Conformity 

Déclaration de Conformité UE / UK 

pi safety components GmbH & Co. KG  ▪  Mühlenweg 2  ▪  96358 Teuschnitz / Haßlach  ▪  Germany 

 

QT.Ex-M… 

FT.Ex-… 
 

 

Richtlinien/Directives/Directives    Normen/Standards/Normes    Ex-Normen/Ex-Standards/Normes Ex 

 

2014/35/EU  (LVD)      EN 61010-1:2010+A1:2019    EN IEC 60079-0:2018 *GA22.03.01 

2014/30/EU  (EMC)      EN 60529:1991+A1:2000+A2:2013  EN 60079-1:2014 

2014/34/EU (ATEX)      EN 61326-1:2013      EN IEC 60079-7:2015+A1:2018 *GA22.04.01 

2012/19/EU  (WEEE)      EN 61326-2-3 :2013     EN 60079-18:2015+A1 2017 *GA22.05.01 

2011/65/EU (RoHS)      EN 55011:2016 Class A     EN 60079-31:2014 

Regulation 2016 No. 1107 (Hazloc)   EN IEC 63000:2018      EN 80079-36:2016 

Regulation 2016 No. 1091 (EMC)   ISO 10294-4:2001      EN 80079-37:2016 

Regulation 2019 No. 696 (safety)   

 

  EPS 17 ATEX 1 020 X

 EPS 22 UKEX 1 255 X

   QT.Ex-M…   II 2G Ex db eb mb IIC T6/T5/T4 (Gb) 

                 II 2D Ex tb IIIC 130°C     (Db) 

II 2G Ex h IIC T4      (Gb)

II 2D Ex h IIIC 130°C     (Db) 

  FT.Ex-…   II 2G Ex mb IIC T6/T5/T4   (Gb) 

                     II 2D Ex mb IIIC 130°C    (Db) 

 Bureau Veritas / 2004 (ATEX)

 Bureau Veritas / 8507 (UKEX)

pi safety components GmbH & Co. KG 
Nürnberg, den 30.06.2022 
 

 
  
 

 



QT.Ex-M  

© pi safety components GmbH & Co. KG  ▪  Mühlenweg 2  ▪  96358 Teuschnitz / Germany  ▪  +49 (0)911 658 18 60  ▪  www.pi-safety.com  ▪  rev. 06  ▪  Page 16 of 16 

Contact Information 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Company Information 
 

FERTIGUNG / PRODUCTION 

AUFTRAGSABWICKLUNG /  

ORDER PROCESSING 

VERTRIEB / SALES 

SERVICE / SUPPORT 
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